e(UL) us Medium Base Lampholders
u:m Porcelain—4KV Pulse Rated Pre-Wired

Keyless Porcelain Socket 1/8 IP Cap w/Side Notches, 2 Wireways

& Spring Contact For 4KV

Cat No. Leads Cap Screw Shell Master
80-1614 18" 18GA SF-2 B/W 200° 1/8 IPS CSSNP 100/10
80-2092 36" 18GA SF-2 B/W 200° 1/8 IPS CSSNP 100/1
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21/16"

80-1614
Glazed
660W-600V

Keyless Porcelain Socket w/Paper Liner, 2 Mounting Screws
Held Captive, 2 Wireways & Spring Contact For 4KV
(w/2 6-32 Screws) 7/8" Center to Center
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Cat No. Leads Cap Screw Shell Master 1778
80-1689 18" 18GA SF-2 B/W 200° Less CSSNP 100/10
80-1700 36" 18GA SF-2 B/W 200° Less CSSNP 100/10 X -
80-1877 48" 18GA SF-2 B/W 200° Less CSSNP 100/10 o , "
80-1689
Glazed
660W-600V
Keyless Porcelain Socket w/Paper Liner 2 Bushings, 2 Wireways
& Spring Contact For 4KV e
Cat No. Leads Cap Screw Shell Master 13[4
80-1734 9" 18GA SF-2 B/W 200° Less CSSNP 100/10
80-1875 48" 18GA SF-2 B/W 200° Less CSSNP 100/10 t I
80-1734
Glazed
660W-600V
Keyless Porcelain Snap-In Bracket Socket For 4KV PERPREN
-No Spring Contact T
Cat No. Leads Clip Screw Shell Master Vojar —
80-1674 9" 18GA SF-2 B/W 200° Double CSSNP 200/10 l
80-1674
Unglazed
660W-600V

Lampholders rated at high
wattage that require a pulse
rating of 4KV (kilovolts) to start.
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